
WORKSITE TRAFFIC SUPERVISOR

T
he contractor shall employ , subject to the approval of the engineer/supervisor,

a CERTIFIED Worksite Traffic Supervisor,(WTS).   The WTS shall be
certified from one of the following   organizations:                

1.   American Traffic Safety Service Association(A.T.S.S.A). PHONE NO.      

 (540) 368-1711 Certified Traffic Control Supervisor, 2 day course.

 2. Or take the following course by the  The National Highway Institute, Design
and Operation of Work Zone Traffic Control, 3 day course, phone no. 
1-877-558-6873

 
  .The WTS position is established  for the purpose of supervising the installation of

the work zone,  monitoring it  and correcting any  deficiencies in the work zone. The WTS
shall oversee all operations that affect the movement of vehicular and pedestrian traffic
through the work zone. 

The WTS shall be present when the contractor or subcontractor installs a
traffic restriction, lane closure etc. In lieu of the WTS being present when a
subcontractor has a traffic control zone in place the subcontractor may use is own
personnel that is  a  Certified WTS.  The contractor and subcontractor must present a copy
of his WTS certificate to the Project Engineer. A WTS must be present for any closure
or traffic restriction that takes place on the project.  
 The WTS may be a part of the working crew and must be in charge of setting up the work
zone.   After the work zone is in place the WTS may resume other duties not related to
work zone traffic control.    If the restrictions are short term, the WTS  shall monitor the zone
for compliance. Traffic control will be the WTS’s main duty during implementation of the
work zones. The WTS shall have the authority to have the deficiencies corrected as soon
as possible. The WTS shall provide the Project Engineer a sketch of the (TCP) traffic
control plan every day there is to be a short term traffic restriction, lane closure  etc. This
TCP shall show how the WORK ZONES are to be implemented.

Daily, including weekends and holidays the WTS shall spend a minimum of
one hour reviewing and   maintaining the work zone.  These hours may be adjusted by the
engineer but must be performed once a day during the construction seasons. The hours
may be reduced during the winter construction season  if directed by the engineer. The
WTS shall inspect the work zone at the beginning and end of each work day and one time
per week during the hours of darkness. 



A record of each day’s  review shall be given to the project engineer the following
workday, in writing and shall include: Traffic control device condition, placement, visibility,
traffic flow conditions, incidents, accidents, congestion points, adequacy of advanced
warning signs beyond the project limits, interaction of work vehicles with traffic, proper
storage of materials and equipment, any  deficiencies and resolutions of the deficiencies
etc.

A 24-hour phone number shall be made available to the project engineer/supervisor in
order to contact the WTS. The WTS shall have a pager and the phone number provided to
the project engineer.

Failure of the contractor to comply with any of the above ,shall constitute cause for the
project engineer / supervisor to deduct  $500.00 per day from money due the contractor
not as a penalty but as a liquidated damage.    

PAYMENT FOR THE WTS SHALL BE INCLUDED UNDER THE LUMP SUM  ITEM 614 
MAINTAINING TRAFFIC.


